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TEMPORARY SLOPE DRAIN

INSTALLATION NOTES

1. THE LISTED DIMENSIONS ARE CONSIDERED
A MINIMUM; LARGER DRAINS CAN BE
IMPLEMENTED BY THE CONTRACTOR.

2. DETAILS SHOW MINIMUM COVER; INCREASE
COVER AS NECESSARY.

MAINTENANCE NOTES

1. FREQUENT OBSERVATIONS AND MAINTENANCE ARE
NECESSARY TO MAINTAIN CONTROL MEASURES IN
EFFECTIVE OPERATING CONDITION. INSPECTIONS AND
CORRECTIVE MEASURES SHOULD BE DOCUMENTED
THOROUGHLY.

2. INSPECT INLETS AND OUTLETS AFTER STORMS TO
PREVENT EXCESS CLOGGING. BREACHES IN PIPES
SHOULD BE REPAIRED AS SOON AS FEASIBLY POSSIBLE.

3. INSPECT RIPRAP PAD AT OUTLET FOR SIGNS OF
EROSION. IF SIGNS OF EROSION EXIST, ADDITIONAL
ARMORING MAY BE INSTALLED.

4. TEMPORARY SLOPE DRAINS SHOULD REMAIN UNTIL THEY
ARE NOT NEEDED, BUT SHOULD BE REMOVED BEFORE
THE END OF CONSTRUCTION.

5. PERMANENTLY STABILIZE AREA AFTER TEMPORARY
SLOPE DRAINS ARE REMOVED.
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